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Chap. 37

CHAPTER 37

The Boilers and Pressure Vessels Act
1. In this Act,

Interpretation

1. "boiler",
I.

except when used in respect of the approval
and registration of designs of boilers, means
a vessel in which gas or vapour may be
generated or liquid may be put under pressure
by heating and includes any pipe, fitting and
other equipment attached thereto or used in
connection therewith,

11.

when used in respect of the approval and
registration of designs, means a vessel in
which gas or vapour may be generated or
liquid may be put under pressure by heating;

2. "certificate of approval" means a certificate issued
under this Act for a boiler or pressure vessel not
inspected during construction;
3. "certificate of competency" means a certificate
issued under this Act to a person qualified to inspect
boilers or pressure vessels, and includes a renewal
thereof;

4. "certificate of inspection" means a certificate issued
under this Act in respect of any inspection of a
boiler or pressure vessel and includes a certificate
issued by an insurer;
5. "chief engineer" means an operating engineer who
holds a certificate of qualification under The Operat- R.S.O.
.
E
'
A
d 'IS responsl'bl e for an d super- c. 282
'Lng
~ngweers
ct an
vises the operation of a plant;
6. "chief inspector" means the chief inspector designated under this Act;
7. "closed type hot water heating system" means a
system in which water is heated and circulated and
that is not vented to the atmosphere;
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8. "compressed gas" means any gas contained under
a pressure of more than fifteen pounds whether it is
in a gaseous or liquid state;
9. "Department" means the Department of Labour;
10. "design", in reference to a boiler, pressure vessel or
plant, means its plan or pattern and includes drawings, specifications and any available model;
11. "design pressure" means the pressure that a vessel
is designed to wi thstand ;
12. "fitting" means a safety valve, stop valve, automatic stop-and-check valve, blow-down valve, reducing valve, water gauge, gauge cock, pressure gauge,
injector, test cock, fusible plug, regulating and controlling device, and pipe fittings, attached to or used
in connection with a boiler, pressure vessel or plant;
13. "high pressure boiler" means a boiler designed to
carry a working pressure of more than fifteen pounds;
14. "inspector" means an inspector appointed under this
• Act and includes the chief inspector;
R.S.O. 1960,
0.190

15. "insurer" means a person licensed under The Insurance A ct to undertake boiler and machinery insurance
as defined by that Act;
16. "low pressure boiler" means,
1.

a boiler in which gas or vapour is generated
designed to carry a working pressure of 15
pounds or less, or

11.

a boiler in which liquid is heated designed to
carry a working pressure of 160 pounds or
less, or

111.

a boiler connected in a closed type hot water
heating system;

17. "major repairs" means repairs upon which the
strength of a boiler or pressure vessel will depend;
18. "Minister" means the Minister of Labour;
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19. "open type hot water heating system" means a
system in which water is heated and circulated and
where there are no intervening valves between the
boiler and the expansion tank and that is vented
to the atmosphere;
20. "owner" means the person, firm, corporation or
association for the time being in possession of any
boiler, pressure vessel or plant;
21. "plant" means the installation of boilers as defined
in subparagraph 1 of paragraph 1, or pressure vessels
as defined in subparagraph 1 of paragraph 23, in
operation or use as a unit for any purpose;
22. "pressure" means pressure in pounds per square
inch measured by a pressure gauge;
23. "pressure vessel",
1.

except when used in respect of the approval
and registration of designs of pressure vessels,
means an unfired vessel or apparatus, other
than a boiler, that may be used for containing,
storing, distributing, transferring, distilling,
processing or otherwise handling any gas,
vapour or liquid under pressure, and includes
any pipe fitting and other equipment attached
thereto or used in connection therewith,

ii. when used in respect of the approval and registration of designs of pressure vessels, means an
unfired vessel or apparatus, other than a boiler,
that may be used for containing, storing, distributing, transferring, distilling, processing or
otherwise handling any gas, vapour or liquid
under pressure;
24. "refrigerant" means a substance used to produce
refrigeration by its expansion or vaporization;
25. "refrigeration plant" means the installation of
pressure vessels by which refrigerants are vaporized,
compressed and liquified in their refrigerating cycle;
26. "regulations" means the regulations made under
this Act;
VOL.. 1-SIG. 13
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27. "shift engineer" meal1~ an operating engineer who
holds a certificate of qualification under The Operating Engineers Act and who is on duty in a plant;
28. "used boiler or used pressure vessel" means a
boiler or pressure vessel that has been sold or exchanged and has been removed from its original
site of installation and operation for re-use;
29. "welding operator" means a person engaged in
welding either on his own account or in the employ
of another person on the fabrication or repair of
boilers or pressure vessels or any parts thereof;
30. "working pressure" means the pressure at which a
vessel is permitted to be used or operated under this
Act. 1951, c. 7, s. 1; 1953, c. 9, s. 1.

Exemptions
from Act

2.-(1) This Act does not apply to,
(a) a boiler situate in and used only to heat a' building

or structure that normally provides separate
dwelling accommodations for not more than four
families;
,

(b) a boiler used in connection with an open type hot
water heating system;

R.S.C. 1952,
c.29

(c) a boiler or pressure vessel operated by a railway
and subject to inspection by The Board of Transport
Commissioners for Canada or a boiler or pressure
vessel subject to the Canada Shipping Act;
(d) a shipping container subject to inspection by The
Board of Transport Commissioners for Canada;
(e) a low pressure boiler having a heating surface of
thirty square feet or less;

U) a boiler or pressure vessel used exclusively for
agricul tural purposes;
(~) a pressure vessel for permanent use at a pressure of

fifteen pounds or less;
(h) a pressure vessel having an internal diameter of
six inches or less;

Sec. 5 (3)
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(i) a pressure vessel having an internal diameter of
twenty-four inches or less used for the storage of
hot water for domestic use;
(J) a pressure vessel used exclusively for hydraulic
purposes at atmospheric temperature;

(k) a pressure vessel having an internal diameter of
twenty-four inches or less connected in a water
pumping system containing air that is compressed
to serve as a cushion;
(l) a refrigeration plant having a capacity of three tons
or less of refrigeration in twenty-four hours.

(2) The Lieutenant Governor in Council may exempt any Exemption
type of boiler or pressure vessel or any plant from this Act treutenant
and may from time to time varv.. or revoke any such exemption. l()nOCvernorl
Olinel
1951, c. 7, s. 2.

3.-(1) The Minister may divide Ontario into districts for Districts
inspection purposes and assign one or more inspectors to each
district.
(2) The Minister may alter the boundaries of any district Idem
or make a new division at any time. 1951, c. 7, s. 3.

4.-(1) The Lieutenant Governor in Council may appointInsp~ctors.
inspectors to inspect boilers, pressure vessels and plants~ln~mt
under this Act, and may designate one of them to be the
chief inspector.
(2) No person shall be appointed or act as an inspector who Inspectors
·
. d"lrect Illterest III
. t h e manu facture, sa Ie Onnterest
not to have
h as any d lrect
or III
in
installation of boilers, pressure vessels or plants. 195 1, ~~\1er~tc., of
c. 7, s. 4.

5.-(1) No person shall carry out an inspection of a boiler, Certiftcate of
pressure vessel or plant who does not hold a certificate of competency
competency. 1951, c. 7, s. 5 (1); 1953, c. 9, s. 2.
(2) Subject to the regulations, every applicant for a certi- ~;~~ina
ficate of competency shall pass such examinations and tests
as the Minister requires.
(3) The Minister may suspend or cancel any certificate of Suspension
competency for such reasons as are prescribed by the regula- ;~~cellation
tions. 1951, c. 7, s. 5 (2,3).
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Duties of
inspectors

6. The inspectors shall perform such duties under the
direction of the chief inspector as are assigned to them
by this Act and the regulations and by the Minister. 1951,
c. 7, s. 6.

Power to
enter buildings and
premises

7. An inspector in the course of his duties may enter any
building or premises where he has reason to believe that a
boiler, pressure vessel or plant is being installed or operated.
1951, c. 7, s. 7.

Power to
require
attendance
and examine
under oath

8. An inspector may by notice in wntmg require the
attendance before him of any person at the time and place
named in the notice and examine such person under oath
regarding any matter pertaining to the construction, installation, operation, maintenance and repair of a boiler, pressure
vessel or plant, or in respect of an accident arising out of
its use or operation. 1951, c. 7, s. 8.

Powers and
duties of
inspectors
on annual
inspection
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9. On every annual inspection an inspector,

(a) shall satisfy himself that the boiler, pressure vessel
or plant is being operated and maintained in 'accordance with this Act and the regulations and that the
safety valves are properly set and sealed; and
(b) shall review the maximum working pressure of the
'boiler or pressure vessel and make any reduction
In it for safe operation or use having regard to its
age and condition. 1951, c. 7, s. 9.

Power to
require
owner, etc ..
to prepare
boiler for
inspection,
etc,

10. An inspector may require, by notice in wntmg, the
owner, chief engineer, shift engineer or other person responsible for or in immediate charge of a boiler, pressure vessel
or plant, to prepare it or any part thereof, in accordance with
the notice, for internal or external inspection or test or for
such other purposes as the inspector deems necessary. 1951,
c. 7, s. 10.

re~~r;eto

11. An inspector may require the owner, chief engineer
or other person responsible for or in charge of a boiler, pressure
vessel or plant,

0twdner , he,tc.,
o 0 t Ings
necessary for
proper
Inspection

(a) to prepare any boiler, pressure vessel or plant for

inspection in such manner as the inspector requires
and to supply water for and to assist in making
any test;
(b) to cut or drill holes in a boiler or pressure vessel
or to use any other method to enable the inspector

Sec, 13 (2)
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to determine the thickness and condition of the
plates;
(c) to steam up, put under pressure or otherwise put
into operation a boiler, pressure vessel or plant
so that the inspector may test the safety valves or
any part of the installation under operating conditions;
(d) to extinguish the fire in a boiler or to reduce the

pressure upon a boiler or pressure vessel to zero
immediately if the inspector has reason to believe
that it is in an unsafe condition; and
(e) to do any other thing the inspector deems necessary
to ensure a proper inspection, 1951, c. 7, s, 11.

12.-(1) An inspector may give instructions orally or in Ins~ructlons
, ,
'
h 'engmeer
f'
by Inspector
wntmg
to t h e owner, ch'Ief
engmeer,
Sit
or ot her r!llnstalla'bl
f
"
d'
h
f
b
'I
tlOn
person responsl e or or m Imme late c arge 0 a 01 er, operation
pressure vessel or plant on any matter pertaining to safety etc.
with regard to the installation, operation, care, maintenance
or repair thereof and require that his instructions be carried
out within such time as the inspector specifies,
(2) If the owner, chief engineer, shift engineer or other Refusal of
, .Imm ed'late c h arge 0 f a b'l
owner, etc"
person responsl'ble for or m
01 er, to obey
I
'
h
'
,
instructions
'I
I
fal s to comp y Wit any mstructlOns of inspector
pressure vesseI or pant
given by an inspector, the inspector shall forthwith report the
circumstances to the chief inspector who may order that the
boiler, pressure vessel or plant be shut down and may cancel
the certificate of inspection or the certificate of approval.
1951, c, 7, s, 12,

13.-(1) Where in the opllllon of an inspector a boiler, wthere boifler,
"
fee" unsa e
pressure vesse I or p Iant or any part t h ereo f IS m an unsa e
operating condition or is being operated in a dangerous
manner, the inspector on the instructions of the chief inspector shall seal the boiler or pressure vessel and take such
steps as may be necessary to remove the danger, and the
chief inspector may cancel the certificate of inspection or
the certificate of approval.
(2) No person shall operate a boiler pressure vessel that;:~~~~~~ronn
has been sealed, or cause or permit it to be operated, orofsetle~
destroy, remove or tamper with the seal of the inspector until pan, e c.
permission in writing has been obtained from the chief
inspector. 1951, c. 7, s. 13,

374

Chap. 37

Design of
boilers, etc.

14.-(1) Where a boiler, pressure vessel or fitting is to be
constructed for use in Ontario, the manufacturer shall submit
its design to the chief inspector for approval and registration
in the Department before commencing its construction. 1951,
c. 7, s. 14 (1); 1953, c. 9, s. 3 (1).

Design of
plant

(2) Where a plant is to be installed in Ontario, its design
shall be submitted to the chief inspector for approval and
registration in the Department before commencing its installation. 1951, c. 7, s. 14 (2).

Where design
not approved
before
construction

(3) Where a boiler, pressure vessel or fitting has been con' h out ItS
. d
'
h avmg
.
been approved an d regls.
structedWit
eSlgn
tered, the chief inspector may accept its design for approval
and registration if it otherwise meets with the requirements
of this Act and the regulations. 1951, c. 7, s. 14 (3); 1953,
c. 9, s. 3 (2).

Inspection
during
construction
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15.-(1) The chief inspector may require the inspection,
(a) of a boiler or pressure vessel at any stage during its

construction; and
(b) of the installation of a boiler, pressure vessel or plant.
Issue of
certificate of
inspection

(2) W\1ere a boiler or pressure vessel has been inspected
d unng
. constructIOn
. or
.mstaII·
atlOn, t h
e 'mspector sha 11 report
thereon to the chief inspector who, if satisfied that it may be
operated or used safely, may issue a certificate of inspection
upon payment of the prescribed fee and expenses. 1951,
c. 7, s. 15.

Certificate of
approval

16. Where the chief inspector has not required the inspection of a boiler or pressure vessel during its construction,
he may issue a certificate of approval therefor upon payment
of the prescribed fee, and the certificate, subject to the other
provisions of this Act, authorizes the operation of the boiler
or pressure vessel until its annual inspection, unless it is sooner
cancelled. 1951, c. 7, s. 16.

Where
design not
available

17. Where a new boiler or pressure vessel has been constructed and its design is not available for registration, the
chief inspector may permit it to be installed and operated as
a used boiler or pressure vessel and may issue a certificate
of inspection therefor. 1951, c. 7, s. 17.

Boile!", etc..

18. Notwithstanding the approval and registration of its
design, if a boiler or pressure vessel is found to be defective
after its construction, the chief inspector may permit the

defective
after construction

Sec. 23 (2)
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boiler or pressure vessel to be operated or used within such
limits of safety as he deems proper, and shall require the
manufacturer to revise the design and specifications for such
boiler or pressure vessel to correct its defects within such period
as the chief inspector allows, and, failing revision or if
the defects cannot in his opinion be remedied, the chief
inspector shall cancel the registration of the design and no
additional boiler or pressure vessel shall be constructed therefrom. 1951, c. 7, s. 18.

19. The maximum working pressure of a boiler or pres- Maxi,mum
· ItS
. d eSlgn
. pressure I'f'It has met t he reqUirements
.
workmg
sure vesse I IS
pressure
of the chief inspector as to design, workmanship, construction
and installation. 1951, c. 7, s. 19.
20. Where a boiler or pressure vessel has not been con- Boiler not
structed in conformity with its approved design but never- f~~~~~cted
theless may be used safely at a lesser pressure than its design ~~ltr:;itY
pressure, the inspector making the inspection shall fix its ~p~roved
maximum working pressure having regard to its condition eSlgn
and the purpose for which it is to be operated or used. 1951,
c. 7, s. 20.
21.-(1) Subject to subsection 2, every boiler and pressure Safetyvessel shall have at least one safety-valve of adequate capacity valves
set to relieve at or below the maximum working pressure of the
boiler or pressure vessel.
(2) Where more than one pressure vessel is connected in a Idem
plant for use at a uniform maximum working pressure, they
shall be protected by one or more safety-valves of adequate
capacity set to relieve at or below the uniform maximum
working pressure that shall not exceed the maximum working
pressure of the weakest pressure vessel in the plant. 1951,
c. 7, s. 21.

22. No boiler shall be operated or pressure vessel used at Prohibition
· maximum
.
re operation
a pressure b eyond ItS
wor k'mg pressure. 1951 ,of
boiler,
c. 7, s. 22.
etc.
23.-(1) Subject to subsection 2 of section 28, every Annual,
I vesse
d
. s h a II b e InspectIOn
b 01'1 er operated
or pressure
use'm 0 ntano
inspected by an inspector at least once annually.
(2) Following the annual inspection of a boiler or pressure Issue of
vessel, the inspector shall make a report to the chief inspector ~~r~?tf~ate
on its condition and operation or use, and if the inspector isf~spection
satisfied that a boiler or pressure vessel may continue to be
operated or used safely, the chief inspector or the inspector

Chap. 37

376

BOILERS & PRESSURE VESSELS

Sec. 23 (2)

shall issue a certificate of inspection upon payment of the
prescribed fee and expenses. 1951, c. 7, s. 23.
Fee and
expenses to
be paid to
inspector

24. The fee for a certificate of inspection and the expenses
of the inspector shall be paid to the inspector at the time of
inspection, unless the chief inspector has notified the inspector
that the fee and expenses are being remitted direct to the
chief inspector. 1951, c. 7, s. 24.

~fe[~~~~~~Ton

25.-(1) A certificate of inspection is prima facie evidence
of the due inspection of the boiler or pressure vessel and the
certificate, subject to this Act, authorizes the operation of
the boiler or pressure vessel in accordance with the terms of
the certificate.

~~~~g[f~~s

Expiration
of certificate of
inspection

(2) Every certificate of inspection shall be in force until
the next annual inspection is made unless it is sooner cancelled or unless a shorter period is specified therein.

rv;.::~;;:'~~o

(3) The maximum pressure at which a boiler or pressure
vessel may be operated or used, or the safety-valve set to
relieve, shall be set forth in the certificate of inspection.

f: ~:;t~~de~

ca e
Certificate
of inspection
to be made
available

(4) Every certificate of inspection shall be made available
by the owner or other person responsible for or in immediate
charge of the boiler, pressure vessel or plant upon demand of
an inspector and, where practicable, shall be posted in a
conspicuous place near the boiler or pressure vessel to which
it relates. 1951, c. 7, s. 25.

Prohibition
re operation
without certificate of
inspection

26. No person shall operate a boiler or use a pressure
vessel unless a certificate of inspection or a certificate of
approval with regard to such boiler or pressure vessel is in
force. 1951, c. 7, s. 26.

Further
inspection
at any time

27.-(1) Notwithstanding that a certificate of inspection
is in force, the chief inspector may order a further inspection
of a boiler or pressure vessel at any time, or an inspector
may make a further inspection at any time, and the owner
shall pay the fee and expenses prescribed therefor.

Inspector
to amend
certifica te
in force

(2) Where an additional inspection of a boiler or pressure
vessel is made, the inspector shall amend the certificate of
inspection then in force to indicate the fact that such further
inspection has been made. 1951, c. 7, s. 27.

Insured
boiler or
pressure
vessel

28.-(1) Where a boiler or pressure vessel has been insured,
the annual inspection shall be carried out by or through the
insurer and the insurer, if satisfied that the boiler or pressure

Sec. 29 (3)
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vessel may be operated or used safely, shall issue a certificate
of inspection therefor.
(2) Where a boiler or pressure vessel is insured, it is exemptfExemption I
h' rom annua
.
.
b .
. d
d
from annua I inspection y Inspectors appomte un er t IS inspection
Act and its owner is exempt from the payment of fees as
prescribed for such inspections while the insurance is in force,
but the Minister may nevertheless require the boiler or
pressure vessel to be inspected by an inspector at any time.
(3) Every insurer shall file with the chief inspector, ,Annual.
. h as b een rnad e, a copy Inspection
. h'In t h'Irty d ays a fter t h
Wit
e 'inspectIOn
report of
of the report of the annual inspection of every boiler and insured
pressure vessel insured by him over the signature of the person
making the inspection.
(4) Every insurer shall forthwith notify the chief inspector ~ra~;.el~~l~~n
in writing of the cancellation of insurance on a boiler or of in~~rance
pressure vessel insured by him or of the rejection of insurance
on a boiler or pressure vessel together with the reasons therefor.
Cancellation
(5) Where an insurer has cancelled
.
.insurance on a boiler
. of
certificate
or pressure vessel because he conSiders It unsafe for operatlOn!lf inspection
.
. .Issue d b y insurer
Issued by
. certl'fi cate 0 f inspectIOn
or use, h e s h a II canceI ItS
him and shall take possession of the certificate. 1951, c. 6,
s. 28.

29.-(1) The Minister may permit the chief inspector to Elltployment
.
f'
f
I'fi dOfInSUrer,
emp Ioy t h e servIces
0 an Insurer or 0 any person qua I e !ltc.. to.make
b
'
f
.
.
f
b
'1
d
.
h
to engage m t e usmess 0 inspectIOn 0 01 ers an pressure InspectIOn
vessels in Ontario to make any inspection required under this
Act and to report thereon within fourteen days after the
completion of the inspection.
(2) .W?ere a boiler or pressure vessel is to ?e built ~utside~¥slf~~~~o~r
Ontano m any province of Canada for use mOntano, the pressul rbe 'It
vesse
· f .
. h t he person m
. ch arge 0 f In
C h Ie mspector may arrange WIt
ot)1erUI
inspection of boilers and pressure vessels for the province prOVInces
in which it is to be constructed to carry out inspections during
construction and may accept the inspection reports submitted
to him by such person for the purposes of this Act.
(3) Where a boiler or pressure vessel is to be built in the Inspection
. d S tates 0 f A
'
for use 111
. 0 ntano,
. t h e c h'Ie f'111- of
boiler or
U mte
menca
pressure
spector may arrange for the inspection of it during construction i;s-&~k~.ilt
by an inspector holding a commission issued by the National
Board of Boiler and Pressure Vessel Inspectors, and may
accept the inspection reports of such inspector for the purposes
of this Act.

378

Chap. 37

Inspection
of boiler or
pressure
vessel to
be built
elsewhere

(4) Where a boiler or pressure vessel is to be built outside
Canada or the United States of America for use in Ontario,
the chief inspector may arrange for the inspection of it
during construction through any agency engaged in boiler or
pressure vessel inspection and may accept the inspection
reports of the agency for the purposes of this Act. 1951, c. 7,
s. 29.

Used
bollers and
pressure
vessels

30. Every used boiler and pressure vessel shall be inspected
and tested by an inspector before it is put into operation or
use, and, if the chief inspector is satisfied that it may be
operated or used safely, he may issue a certificate of inspection
upon payment of the prescribed fee and expenses. 1951,
c. 7, s. 30.

Installation
of boiler or
pressure
vessel previously used
outside
Ontario

31.-(1) No boiler or pressure vessel previously used outside Ontario shall be installed unless the consent of the
chief inspector has been obtained for such installation, and
such boiler or pressure vessel shall not be operated or used
until a certificate of inspection has been issued therefor.

Details to
be given
to chief
inspector

(2) The person applying for consent under subsection 1
shall provide the chief inspector with details in writing as to
the design, type, specifications, make, date and place of
manufacture and the name of the manufacturer of the boiler
or pressure vessel and such other information as the chief
inspector requires. 1951, c. 7, s. 31.

Repairs to
boiler or
pressure
vessel found
unsafe

32. vVhere a boiler or pressure vessel is found to be in
an unsafe condition, no person shall make any major repairs
thereto until he has notified an inspector of the nature and
extent of such repairs and the inspector has approved thereof,
and the boiler or pressure vessel shall not be put into operation
or use until a further inspection has been made and a new
certificate of inspection has been issued therefor. 1951,
c. 7, s. 32; 1953, c. 9, s. 4.

Defects in
boiler, etc.,
to be
pointed out
to inspector

33. When a boiler or pressure vessel is being inspected,
the owner, chief engineer, shift engineer or other person
responsible for or in immediate charge thereof shall point
out to the inspector any defect of which he has knowledge or
that he believes to exist in the boiler or pressure vessel and,
if at any time he learns of any defect that might render
the boiler or pressure vessel unsafe to operate or use, he shall
forthwith notify the chief inspector. 1951, c. 7, s. 33.

Condemned
boiler or
pressure
vessel

34.-(1) Where an inspector has inspected a boiler or
pressure vessel and has satisfied himself that it can no longer
be operated or used safely, he shall notify the chief inspector

BOILERS & PRESSURE VESSELS
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that he has condemened it and shall seal it with a seal or label
indicating that it is condemned and shall take possession of
its certificate of inspection.
(2) No person shall operate a boiler or use a pressure
prohibitti9n
.
. vessel re
opera IOn
that has been condemned unless he has had It repaired as of
. d b y t he c h'Ie f II1spector
.
.
h as condemned
reqUIre
and a f urt h
er 'Il1spectlOn
boiler
been made and a certificate of inspection has been issued
therefor.
(3) No boiler or pressure vessel that has been condemned prohibition
shall be sold or moved to another location for re-use without~:~~;ayrfor
the consent of the chief inspector. 1951, c. 7, s. 34.
re-use
35.-(1) The procedures to be followed in the welding of ~?o~~~~~~~f
boilers or pressure vessels shall be approved by the chief in welding
inspector.
(2) Every welding operator shall be tested under an Welding to
approved proced ure and no welding operator shall weld except ~~dde~ne
under an approved procedure. 1953, c. 9, s. 5, part.
~¥gg~d~~e
36. Every welding operator shall pass such qualification Qt'uall'flc
a. f. .
IOn tes ts
tests as t h e chle Il1spector requires. 1953, c. 9, s. 5, part.
37.-(1) The chief inspector shall issue an identification Identiflcda'
. tlon car
card to every we Id II1g
operator w h 0 passes a qua I'fi
I cation
test.
(2) Every identification card shall indicate the employerIdem
for which the welding operator is qualified to weld and the
class or position of welding that he is qualified to do. 1953,
c. 9, s. 5, part.
38. A welding operator may be required at any time to ru~ther
pass such further qualification tests as the chief inspector es s
requires, at which time his identification card shall be
cancelled and on passing such further tests a new identification
card shall be issued to him. 1953, c. 9, s. 5, part.
39. Such fees as are prescribed by the regulations for ~ees paid
the test of a welding operator shall be paid by the employere~PIOyer
of the welding operator at the time the test is given. 1953,
c. 9, s. 5, part.
40. Every welding operator shall carry his identification Identlflcacard upon his person when welding and shall produce it when ~~o~;ag-a~ried
by welding
·
1953 ,c..
9 s. 5 ,part.
requeste d b y an Il1spector.
operator
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Welding for
new
employer

41. When a welding operator changes his employ, he shall
not commence to weld for a new employer until he has passed
a further qualification test and has been issued a new identification card. 1953, c. 9, s. 5, part.

Prohibition
for unqualified
person
to weld
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42.-(1) No welding operator shall do welding,
(a) unless he is the holder of an identification card;

(b) for an employer other than the employer named on

his identification card; or
(c) of a class or position of welding for which he is not

qualified.
~~~~o~:~mit
welding by
unqualified
person

(2) No employer shall permit a welding operator to do
welding
'

(a) who is not qualified to weld for such employer; or

(b) of a class or position of welding for which he is not

qualified.

1953, c. 9, s. 5, part.

Notification
of ac<'idents

43.-(1) Where an explosion or rupture of a boiler or
pressure vessel occurs, or where an accident arises out of its
operation or use that causes injury or death to a person,
the owner or person in charge shall forthwith notify the
chief in'spector by telephone or telegraph giving him full
details of the accident.

Investigation of
accident

(2) The chief inspector or any inspector under his instruction shall investigate any explosion, rupture or accident so
reported to determine its cause. 1951, c. 7, s. 38.

After
explosion
or rupture,
parts not to
be removed,
etc.

44. After an explosion or rupture of a boiler or pressure
vessel has occurred, no part or parts of it shall be moved nor
shall the position of any of them be altered by anyone until
the permission of an inspector has been obtained, except to
remove a person who has been injured or killed. 1951, c. 7,
s.39.

Appeal from
action of
inspector

45.-(1) Any person who is dissatisfied with an inspection
or action taken by an inspector may within thirty days
thereof appeal to the Minister, who may thereupon cause
another inspection to be made by one or more inspectors who
shall report to him, and the decision of the Minister is final.

Expenses of
appeal

(2) Any expenses occasioned by the appeal and second
inspection shall be paid as determined by the Minister.
1951, c. 7, s. 40.

Sec. 49 (1)
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46. Subject to this Act and the regulations, the publica- Publications
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Mechanical Engineers, as amended from time to time, shall
be deemed to contain the rules that shall be referred to by the
chief inspector and the inspectors in carrying out their
duties under this Act in reference to the approval of designs,
the manufacture, installation, inspection, testing and operation of boilers, pressure vessels and plants. 1951, c. 7, s. 41.

47. Where a certificate of inspection has been cancelled ~to'i:"i1tit~d
with respect to a boiler or pressure vessel, no person shall ~~f:;[tfoann~f
operate or use or permit to be operated or used such boiler certiflcate
or pressure vessel until a further inspection has been made
and a new certificate of inspection has been issued and the
prescribed fee and expenses have been paid. 1951, c. 7, s. 42.
48. Every person who contravenes any of the provisions Offences
of this Act or the regulations, or any instruction or order
given to him by an inspector, or hinders or obstructs an
inspector in the performance of his duties under this Act,
is guilty of an offence and on summary conviction is liable
to a fine of not less than $25 and not more than $500. 1951,
c. 7, s. 43.
49.-(1) The Lieutenant Governor in Council may make Regulations
regulations,

1. prescribing the qualifications of persons who may
be appointed inspectors or who may make inspections under this Act;
2. providing for the issue of certificates of competency
to inspectors and determining the period for which
such certificates shall continue in force and the terms
upon which they may be renewed;
3. providing for the issue of certificates of competency
to persons other than inspectors and determining
the period for which such certificates shall continue
in force and the terms upon which they may be
renewed;
4. prescribing the examination fees to be paid by an
applicant for a certificate of competency;
5. prescribing the fee to be paid on the Issue and
renewal of a certificate of competency;
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6. prescribing the terms upon which a certificate of
competency may be issued with or without examination to a person who is qualified to inspect boilers
and pressure vessels in any other province of Canada
or in any of the states of the United States of America
and the fee to be paid therefor;
7. prescribing the reasons for which a certificate of
competency may be suspended or cancelled;
8. prescribing the manner in which the design of a boiler,
pressure vessel, fitting or plant shall be registered
and numbered and the manner in which a boiler,
pressure vessel or fitting shall be marked or identified;
9. prescribing the drawings and specifications that shall
accompany an application for approval and registration of the design of a boiler, pressure vessel,
fitting or plant and the information to be included
therein;
10. prescribing the fees to be paid on the approval and
registration of the design of a boiler, pressure vessel,
fitting or plant;
11.' prescribing the terms and conditions IIpon which a
registered and approved design may be revised;
12. prescribing the fee to be paid in respect of the
revision of any registered and approved design;
13. prescribing the fees to be paid on the inspection of
a boiler or pressure vessel;
14. prescribing the manner by which the capacity of a
boiler, pressure vessel or plant may be determined;
15. providing for the payment by the manufacturer or
owner of a boiler or pressure vessel of any or all
of the expenses incurred by an inspector in making
an inspection of a boiler or pressure vessel;
16. requiring the manufacturer or his agent or officer in
charge of construction to make a report in respect
of the construction of a boiler or pressure vessel and
prescribing the information that shall be contained
in the report and the manner in which it shall be
verified;

Sec. 50
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17. prescribing the fee to be paid on the issue of a
certificate of approval;
18. prescribing the plans, drawings or information to be
given in respect of the repair of a boiler or pressure
vessel;
19. prescribing the conditions under which a boiler or
pressure vessel may be mounted on a vehicle;
20. providing for the assigning of symbols to welding
operators and the manner in which such symbols
shall be stamped by the welding operator on welds
made by him;
21. prescribing the fee to be paid on the approval of
procedures to be followed in the welding of boilers
or pressure vessels;
22. prescribing the fee to be paid on the test of a welding
operator;
23. classifying boilers, pressure vessels and plants, and
prescribing the purposes for which they may be used;
24. classifying refrigerants and governing the conditions
under which they may be used and prescribing the
types of buildings in which they may be used;
25. prescribing, regulating and governing the use or
installation of boilers or pressure vessels or of any
class or type thereof;
26. prescribing forms, seals or markings and providing
for their use;
27. respecting any matter necessary or advisable to
carry out effectively the intent and purpose of this
Act. 1951, c. 7, s. 44 (1); 1953, c. 9, s. 6; 1960,
c. 5, s. 1.
(2) Any word or expression used in the regulations may Expressions
be defined in the regulations for the purposes of the regulations. ~::UI~~i~~S
1951, c. 7, s. 44 (2).

50. All fees and expenses collected under this Act and all ;;tl'e~~a,;~~n
fines recovered for offences against this Act or the regula- penalties
tions shall be paid to the Treasurer of Ontario and shall form
part of the Consolidated Revenue Fund. 1951, c. 7, s. 45.

